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g EED ERADICATION ENDEMIC REGENERATION & REVEGETATION
o 1. PROTECTIVE MEASURES SHOULD BE TAKEN TO ENSURE THE INTEGRITY OF EXISTING VEGETATION,
. WEED SPECIES IDENTIFICATION RETAIN SELECT VEGETATION WHERE POSSIBLE AND PROVIDE A STABLE ENVIRONMENT FOR NEWLY
_ a. PRIOR TO LANDSCAPE WORK ON SITE CONTACT BUNDABERG REGIONAL COUNCIL TO HAVE SITE PLANTED VEGETATION.
A INSPECTED AND ASSESSED FOR SUSPECTED WEEDS. UNDERTAKE ANY REMEDIAL ACTION REQUIRED. 2 ALL LANDSCAPE CONSTRUCTION WORK 1S T0 BE CARRIED OUT IN COMPLIANCE WITH BUNDABERG A
< NON-LOCAL NATIVE FLORA WEED SPECIES AND EXOTIC FLORA ARE TO BE IDENTIFIED BY A BRC .
([q\] QUALIFIED CONSULTANT. REGIONAL COUNCIL APPROVALS AND TO INDUSTRY BEST PRACTICE. EROSION AND SEDIMENT CONTROL
MEASURES ARE TO BE UNDERTAKEN WHERE NECESSARY TO ENSURE NO DETRIMENTAL EFFECT T0
58 P. WEED CONTROL METHODS DOWNSTREAM WATERWAYS OR NEIGHBOURING SITES.
. TREATMENT OF WEEDS IS TO BE UNDERTAKEN USING BEST HORTICULTURAL PRACTICES.
o b WEED TREATMENT METHOD MUST PROVIDE PROTECTION FOR EXISTING NATIVE VEGETATION AND N 3. mnﬁFMomozn.m_.znmﬁmmﬁzmm>x%xww.%ww~mmozmm»wmmmﬁwuowﬁz nquwo WMM owmnnqmuhmwzwﬁﬁ,xi
REQUIRED REHABILITATION VEGETATION. AVOID POSSIBLE SOIL DISTURBANCE WHICH INCREASES 3
— RISK OF EROSION AND ADDITIONAL WEED INFESTATION. z IDENTIFIED, ALL BUILDING RUBBISH AND DELETERIOUS MATERIALS ARE TO BE REMOVED FROM SITE TO
N | . USE ONLY PESTICIDES APPROVED FOR TARGET USE. CHEMICAL MANUFACTURERS INSTRUCTIONS FOR APPROVED WASTE LOCATION. LANDSCAPE AREAS SHALL BE SCARIFIED TO A DEPTH OF 150MM TO -
USE OF PESTICIDE ARE TO BE FOLLOWED. PROMOTE GOOD GROWTH FOR TURF AND PLANTING.
d. ALL NOXIOUS WEED SEED OR PROPAGATIVE MATERIAL SHOULD BE REMOVED FROM SITE AND
DISPOSED OF AT A APPROVED COUNCIL WASTE STATION. 4 ALL MATERIALS TO BE USED IN THE CONSTRUCTION OF THE DESIGNED LANDSCAPE ARE TO BE OF AN
e. WEEDS ARE TO BE CONTROLLED DURING THE CONSTRUCTION AND ‘ON MAINTENANCE' PHASE OF INDUSTRY STANDARD QUALITY AND FROM A SUSTAINABLE SOURCE WHERE POSSIBLE. NO MATERIALS
WORKS. USED ON SITE SHALL BE TOXIC TO HUMANS, ANIMALS OR PLANTS. ALL SELECT ITEM MATERIALS ARE
f. JUTE MATTING TO THE WATERWAY BUFFER ZONE SHALL FORM PART OF THE WEED MANAGEMENT TO BE APPROVED BY TENIX P/L PRIOR TO CONSTRUCTION ON SITE.
STRATEGY. REFER TO ENGINEERS DETAIL FOR SPECIFICATION.
B| g MULCHING TO BE USED FOR WEED MANAGEMENT TO BOUNDARY BUFFERS. MULCH DEPTH TO BE GARDEN EDGING TO BE COLOUR GREY EXTRUDED STRIP CONCRETE EDGING IN "D" SHAPE PROFILE TO B
APPROX. 100-150MM DEEP. MULCH TYPE TO BE FOREST MULCH OR CANE MULCH OR APPROVED STANDARD EGING CONSTRUCTION REQUIREMENTS. EDGING TO BE RECESSED INTO FINISHED GROUND TO
SIMILAR. MULCH TO BE FREE FROM WEED MATERIAL AND FOREIGN DEBRIS. COUNCIL REFUSE MULCH FINISH FLUSH WITH TOP OF FINISHED TURF LEVEL.
IS NOT ACCEPTABLE.
ALL PLANT SPECIES ARE DETAILED WITHIN THE PLANT SCHEDULE. NO SUBSTITUTIONS ALLOWED
B. EROSION CONTROL WITHOUT PRIOR ACCEPTANCE BY COUNCIL AND PROJECT SUPERINTENDENT. OBTAIN ALL PLANTS AS
a. EROSION CONTROL METHODS ARE TO BE IN GENERAL ACCORDANCE WITH 'SOIL EROSION & SEDIMENT menﬂwqcm»mwoﬂxw%» nﬂ»www%w‘ Mcumm_wzoxz.onnwm mnn%ﬁm mwn__.ﬁw nrwﬂww wﬂwﬁommnooa rorn
CONTROL' - ENGINEERING GUIDELINES FOR QUEENSLAND CONSTRUCTION SITES - JUNE 1996’ - . B
THE ROOT SYSTEM OF EACH PLANT SHOULD NOT BE ROOTBOUND AND BE CONDUCIVE TO SUCCESSFUL
| k. INDIGENOUS REVEGETATION TRANSPLANTATION. ALL PLANTS TO BE PEST AND DISEASE FREE WITH CONTAINERS FREE FROM T
. ALL NATURALLY OCCURRING LOCAL PLANT SPECIES TO BE PROMOTED IN CONJUNCTION WITH Mmmw qwqmmmmﬂsmﬂmﬂmnwmmwmﬁwoqmQMcuhﬂsuszﬂMwﬂﬂw ﬁw%omum%uwvnwﬂznmz Hﬁrw,pswwozm?
PROPOSED REVEGETATION SPECIES. . ¢
b. INDIGENOUS PLANT SPECIES TO BE LOCALLY SOURCED AND PLANTED IN ACCORDANCE WITH LOCAL mnowmnbnmom;vmm»zﬂmﬁm>h< oﬂmﬁmwﬂmoﬂ.nwﬂmsq.ozw;«mvw aoamam@wxqmqum xwmm qwrrmnﬂoo ﬁwmnwua
LANDCARE AND CATCHMENT CARE GROUP GUIDELINES. N
HOLE AND WATERED IN AFTER PLANTING AS REQUIRED. PLANT STOCK MAY BE REJECTED IF NOT
6. PLANTING PROCEDURE CONFIRMING WITH ABOVE SPECIFICATIONS. PROVIDE ORGANIC PELLETISED SLOW RELASE FERTILIZER TO
a. WATER TUBE STOCK PRIOR TO PLANTING. GARDEN BEDS WITH NiPiK RATIO 16:4.4:83 AT A RATE OF 100G PER 140 POT, 20 PER 200 POT, 30
C| b SPREAD MULCH AWAY FROM PLANTING HOLE TO BE DUG. PER 300 POT. c
. EACH HOLE TO BE DUG AT LEAST TWICE THE SIZE OF THE POT TO BE PLANTED.
& BREAK UP PREPARED HOLE WALLS IF GLAZED AND BASE IF COMPACTED. 7. SETOUT OF ALL SOFTSCAPE AREAS TO BE IN ACCORDANCE WITH APPROVED PLANS. PLANTING AREAS
e. ADD WATER TO HOLE IF DRY. TO BE MOUNDED TO ACHIEVE ADEQUATE DRAINAGE AND AESTHETIC PRESENTATION. SOIL: A GOOD
f. REMOVE TUBE FORM CONTAINER AND PLACE IN HOLE, POTTING MIX TO BE 25MM BELOW GROUND wnuormﬂamuwwwﬁyzzwwﬁwﬂmw mco»cwﬁmzm?mxmnm:mmuu%:mno qr>ﬁz%zwnbﬂmzmzw°w_.>a§>m%>m_.mr __..wmm
. LEVEL AFTER BACKFILLING AND PRESSING GENTLY TO SECURE. .
b ADD ORGANIC SOIL MIX T HOLE TF EXISTING GROUND IS DEFICIENT. FROM CONTAMINANTS SUCH AS WEEDS, STICKS AND ROCKS. IMPLEMENTATION WITHIN GARDEN AREAS
i. CREATE A SMALL DAM AROUND TUBE WITH EXCESS SOIL TO HOLD WATER. TO A MIN. OF 200mm DEPTH. ORGANIC MULCH: SLASH PINE UNSCREENED MULCH 25 x 25mm (MEDIUM) IS
— - REPLACE MULCH AROUND TUBE (OR MULCH MAT) MAINTAINING CLEAR ZONE OF LOMM FROM STEM. TO BE SUPPLIED AND INSTALLED TO A MIN. DEPTH OF 75MM. MULCH IS TO BE FREE OF FOREIGN -
k. WATER IN NEW PLANTINGS - THREE TIMES IN FIRST WEEK / TWO TIMES IN SECOND WEEK / MATTER INCLUDING WEEDS, SOIL, STICKS AND ROCKS. AVOID PLACEMENT OF MULCH AGAINST STEM OR
ONCE IN THIRD WEEK. (ADJUST WATERING WITH RAINFALL) TRUNK OF PLANTS, GRADE MULCH TO BE SELF RETAINED WITHIN GARDEN EDGING.
I MONITOR PLANT PROGRESS AFTER THIRD WEEK - DEEP WATER AS REQUIRED.
m. USE WATER SAVING CRYSTALS OR SIMILAR IN DRY SOIL CONDITIONS. TURF SHALL BE (CYANODON DACTYLON) GREEN COUCH GRADE AND CONSIST OF A DENSE, WELL
ROOTED, VIGOROUS GRASS GROWTH WITH MIN. 25mm OF TOPSOIL. TURF IS TO BE DELIVERED TO SITE
k. REVEGETATION MAINTENANCE WITHIN 24 HOURS OF BEING CUT. TURF SHOULD BE FREE FROM DELETERIOUS MATERIAL INCLUDING
. PROVIDE A MIN. OF 6 MAINTENANCE VISITS PER YEAR - MORE FREQUENCY IN WARMER MONTHS. WEEDS, SEEDS OR ROOTS INCLUDING NUT GRASS AND OXALIS. TURF SHALL BE SUPPLIED IN UNIFORM
D b ENSURE REVEG AREAS ARE WEED FREE - REMOVE ALL DECLARED WEEDS, SPRAY OR HAND PULL SIZE IN UNBROKEN CONDITION. MOISTURE LEVEL OF TURF TO REMAIN CONSISTENT DURING LAYING. b
¢ OTHER WEEDS. TURF TO BE LAID ALONG CONTOUR AND PINNED DIF GREATER THAN f: SLOPE. PREPARE SUBGRADE TO
d. AFTER 2 YEARS MAINTENANCE ENSURE LESS THAN 5% WEED INUNDATION. A LEVEL BASE WITH AN APPROVED TOPSOIL AND SPREAD UNDER TURF FERTILIZER AT RECOMMENDED
e MAINTAIN MIN. 500MM MULCH RING AROUND TUBESTOCK (OR MULCH MAT). RATE. TURF TO FINISH LEVEL WITH PATHS, EDGES AND KERBS AFTER ROLLING AND SETTLEMENT. PRE
f. REPLACE FAILED TUBESTOCK AS REQUIRED TO MAINTAIN 90% SUCCESS RATE. TURFING: APPLY APPROVED CONTROLLED RELASE FERTILIZER INCLUDING N:PtK RATIO 13.0:14.6:12.9 AT A
g. MAINTAIN SEDIMENT FENCES WHERE REQUIRED. RATE OF 25G/M” POST TURFING: APPLY "SCOTTS" SLOW RELEASE FERTILIZER OR SIMILAR APPROVED
h. MONITOR PLANT PERFORMANCE — HEALTHY TREE GROWTH: INCLUDING NiPK RATIO 21:0:16 AT A RATE OF 10G/M%
YEAR 1 - 1.0M AVE HEIGHT
© YEAR 2 - 14M AVE HEIGHT 9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CARE AND MAINTENANCE OF ALL LANDSCAPE
e YEAR 3 - »27M AVE HEIGHT WORKS FOR A PERIOD OF 13 WEEKS AFTER COMPLETION. MAINTENANCE IS TO INCLUDE MOWING OF
i TURF, REMOVAL OF AND SPRAYING OF WEEDS, PRUNING AND TRIMMING OF SHRUBS WHERE REQUIRED,
i ONGOING MAINTENANCE TO BE PROVIDED FOR THE FIRST TWO YEARS OF PLANT ESTABLISHMENT. TR A O AND P RATING OF WEEDS, PRUNING AND TRIMHING OF SHRUBS WHERE REQUIRED,
WATER IS TO BE PROVIDED TO ALL SOFT LANDSCAPING AT A REQUIRED RATE DURING THE
ESTABLISHMENT PERIOD TO ENSURE HEALTHY AND VIGOROUS GROWTH.
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PLANT TYPE PLANT CENTRES
LARGE SHRUB/SMALL TREE 5.0m
SMALL SHRUB 3.0m N KING BLUE GRASS
| GROUNDCOVER 2.0m T
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I FINGER PANIC GRASS
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