Source: Rando S, 1995, Mawson Station Heritage Assessment, Australian Antarctic Division, Hobart. 

Condition and significance of buildings at Mawson Station

	
	Name
	Year of construction
	Other names
	Condition
	Present use
	Cultural Significance Assessment *

	Buildings that no longer exist

	
	Engine room
	1954
	
	No longer exists
	
	

	
	Met Theodolite building
	1954
	
	Demolished in 1994
	
	

	
	Engine room annexe
	1954
	
	No longer exists
	
	

	
	Weasel garage
	1954
	
	No longer exists
	
	

	
	Cosmic Ray hut
	1954
	
	Demolished in 1983
	
	

	
	Geophysics building
	1956
	Plumber’s workshop
	Demolished in 1995
	
	

	
	Stores hut No. 3
	1956
	Clothing store, Glaciology store
	Demolished in 1995
	
	

	
	Stores hut No. 4
	1956
	Hardware store
	Demolished in 1995
	
	

	
	Food store
	1956
	Paint store
	Dismantled and taken to Amery Iceshelf in 1968
	
	

	
	Engine room extension
	1956
	
	No longer exists
	
	

	
	Seismology hut
	1956
	
	No longer exists
	
	

	
	Aircraft workshop
	1956
	Carpenter’s workshop
	No longer exists
	
	

	
	Biology hut
	1956
	
	No longer exists
	
	

	
	Balloon filling and hydrogen generating shed
	1956
	
	No longer exists
	
	

	
	Main power house
	1958
	
	Burnt down during construction
	
	

	
	Fire Point
	1958
	
	Blown away after being moved in 1974
	
	

	
	Main power house
	1959
	
	Burnt down in April 1959
	
	

	
	Refrigerated shed
	1960
	
	Destroyed in blizzard in 1960
	
	

	
	Radome
	1967
	
	Dismantled and moved to Davis in 1993
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Buildings

	1
	Electrician’s workshop
	1954
	Works hut
	External: Serviceable condition. Some wall panels are in a deteriorated state, especially the panels facing the sea, the bases of which are corroded. Some of the wooden cover strips are loose and their painted surfaces needs repainting. There are holes in some walls (filled with sealant). Some of the window panes are cracked and a number of the window separators are dislodged. The roof hatch is punctured and there are some roof leaks. The guy ropes need some attention.

Internal: Generally sound. The ceiling sags where the aluminium panels have become detached, possibly due to the weight of the shelving. The sealant between some of the roof panels is cracking. Water damage is evident in the office. Some of the aluminium panels on the walls need repainting. 
	
	High

	2
	Electrical store
	1954
	Stores hut no. 1
	External: structurally sound. The building has a weathered appearance, with the paint on the walls being scoured and cracked. Plywood patches exist on one side and the roof and the plywood door on another side are delaminating. 

Internal: requires some attention. The shelves throughout the building are in reasonable condition. 
	Not in use
	Considerable

	3
	Field store
	1954
	Stores hut no. 2
	External: serviceable condition, structurally sound. The building has a weathered appearance, with the paint on the walls peeling and crazed. Some of the wooden cover strips have become detached and the fabric forming the door seal has been torn. The guy wires are loose.

Internal: reasonable condition. Some water damage. 
	
	Considerable

	4
	Biscoe
	1954
	Living hut, Norwegian-Swedish-British hut
	External: average condition, structurally sound. The building has a weathered appearance with the paint on the wall panels peeling. Some of the panels are split and warped. The base of the hatch frame is missing and the wooden window frames are rotten in places. Holes in the gable are covered with plywood patches. The bituminous coating on the roof has cracked and shrunk resulting in leaks. The door seals are in poor condition.

Internal: reasonably sound. The paint on the skylight frames is peeling. The rope seals around the windows are loose and one window pane is broken. In the brewery store, the paint on the walls is peeling and the floor is uneven. The ceiling is buckled in the sewing room. In the cold porch, the paint is peeling on the wall panels, several of which are buckled. Water damage is evident and the masonite floor has split and broken away in places. In the laundry, the floor tiles are cracked, water runs down the walls and the lining between the window panes in the skylight has popped out. 
	
	High

	5
	Weddell
	1955
	Carpenter’s workshop
	External: average condition, requires attention. The building has a very weathered appearance. Paint is flaking on the wall panels and the roof panels are scoured and sag. A support strut is missing from one end.

Internal: basically sound. The roof leaks in places and some of the floorboards are rotten. Some of the plywood wall panels are cracked and the paint has peeled from the wooden window frames which are warped. The door frame on one side is severely battered. 
	
	High

	6
	Met tech workshop
	1955
	Meteorology, biology laboratory
	External: generally sound. The building has a weathered appearance, with the paint on the walls peeling badly.

Internal: good condition. There is some floor movement and a number of floor tiles are cracked and lifting. 
	Not in use
	High

	7
	Magnetic absolute
	1955
	
	External: the panels on the southern side of the building are wind blasted. The guy wires require attention. 

Internal: serviceable condition. Many of the gaps between the interior panels have been sealed with silicon rubber or a grey sealant. 
	Not in use
	High

	8
	Ross
	1955
	
	External: poor condition. The roof has a major sag in it and the wall panels are dented, aluminium cladding around the base of the building is corroded and missing in places. A post-tension bolt is missing. Paint is peeling off the wooden cover strips which are splitting and being worked loose. 

Internal: the roof leaks extensively and the floor is in very poor condition. Water and fire damage is evident. In the shower, the floor is unstable, the wall panels are chipped exposing asbestos fibres, and glass is broken in the window. In the ‘hobby shop’, the floor is uneven and broken through in places. The windows are missing parts of their frames. The roof hatch leaks. 
	Not in use
	Some

	9
	Darkroom
	1955
	Surgery
	External: very poor condition. The roof sags. The bituminous coating is crazed and the paint is peeling on the wall panels, some of which are splitting. The bases of some wooden frames are missing. 

Internal: all of the internal walls have been removed. The floor is in poor condition. The masonite roof panels are broken and sagging and daylight is visible through the roof hatch. The door hinges are rusted. 
	
	Little

	10
	Hangar
	1956
	
	External: reasonable condition. The wall sheeting is rusted in places. The storage extension on the western side is in poor condition. The ramp and landing are safety hazards. The guys are unattached on one side and loose on the other sides. Rust patches exist on the walls closest to the sea. Galvanise is loose above the main doorway where the steel bracing is missing and has corroded where it is in contact with the steel bracing strips. 

Internal: structurally sound. The landing and stairs is in poor condition. There are large amounts of ice inside the building. The internal steel girders have corroded. 
	
	Considerable

	11
	Balleny
	1956
	
	External: only average condition. A number of the wall panels have been dented by wind-blown objects. Some of the cover strips are missing while others are loose. The paint on the window frames is flaking off. Ice is present underneath the building. 

Internal: very run down condition. The ceiling is uneven and leaks, as do the windows. The floor in the cold porch is sagging. Cover strips are missing from above the door and the sink and shower base are rusted. 
	Not in use
	Considerable

	12
	Rymill
	1956
	
	External: average condition. The rook has sagged and some of the wall panels have warped. The paint on the walls is flaking and the wooden battens are either loose or broken. The guy wires are loose. 

Internal: the ceiling is sagging and buckled and covered with flaking paint. It leaks extensively. The walls in the cold porch have been damaged by water. The floor is in poor condition. 
	Not in use
	Little

	13
	Wilkins
	1957
	
	External: generally sound condition. Guy wires need some attention. The roof and walls are generally in good condition, though some of the wall panels have been dented by wind blown objects. Some of the panels are corroded around the base of the building. Holes in the walls have been plugged with sealant. Paint is peeling from the wooden window frames and sealant around the window has been lost in places. 

Internal:  serviceable condition. Needs a general tidy and paint. No signs of rook leaks, though there is evidence that the windows in one of the dongas leak. Cover strips are missing in places. The donga furniture in the building has been remade and rearranged over the years. 
	Not in use
	Considerable

	14
	Shackleton
	1957
	
	External: sound condition. The roof and walls are generally in good condition, although some of the panels on one side have been dented by wind blown objects and are buckled. Some of the cover strips are loose and others need repainting. 

Internal: serviceable. Needs a general tidy up and paint. Some of the ceiling panels are buckled and water stained. Some of the windows leak. One of the walls in one of the dongas is in poor condition. The arrangement of donga furniture has been changes over the years. 
	Not in use
	Considerable

	15
	IPSO (Ionospheric Prediction Service Organisation_
	1957
	Radio physics, sauna
	External: weathered condition. Paint is peeling from the wall panels. Guy wires need some attention.

Internal: poor condition. The floor is in a state of disrepair. Paint is peeling from the walls in the cold porch. The ceiling in the hydroponics area is rusty, mouldy and leeks. 
	
	Some

	16
	Warm store
	1959
	Potato store, electrical store
	External: sound condition. The roof sags a bit. The paint has been scoured on the wall panels on the windward side. The walls panels on one side have been punctured and patched. Some of the cover strips and wooden battens are loose, others have been ripped off. 

Internal: unable to inspect due to ice build up inside. 
	Not in use
	Some

	17
	Auroral observatory
	1959
	Paint store
	External: fair condition. Guy wires need some attention. The flashings are loose. The wall panels on one side have been patched and small holes on another side have been filled with fibreglass. A cover strip is missing on another side.  The paint on the window frames is peeling. The timber platform on one side is abraded. 

Internal: poor but serviceable condition. The floor is uneven and warped and in need of extensive repair. In the workshop, the floor is rotten. The ceiling cover strips are broken. 
	
	Some

	18
	Transmitter hut
	1959
	
	External: wall panels on the north, south and east sides of the building are rusted. Some panels are flexing, some are patched. Guy wires require some attention. 

Internal: reasonably sound. Structurally intact, though the building has been stripped of its original fittings. 
	
	Some

	19
	Main powerhouse
	1960
	
	External: fair condition, structurally sound. The roof leaks badly during the summer melt. The aluminium sheeting is corroding where it is in contact with the steep joists. The exposed timber in the building is weathered and abraded. Parts of some of the aluminium window frames are missing. Some of the wall panels are patched. There is extensive snow build up on the eastern side of the building. 

Internal: structurally sound. There is water damage around the floor and walls. Some of the floor panels are cracked and broken. The window glass is crazed and the door seals are in need of repair. The building is unsafe for its current purpose during the summer melt. 
	
	Some

	20
	Cat house
	1960
	
	External: sound condition, but deteriorating. Some of the wall panels are in need of attention. In particular, the aluminium sheeting is corroding along the base of the building, some sheets are detached from the panel frames, some are lifting and others have been lost. Tacks and additional bolts have been used to keep the sheeting intact. Some of the panels on two sides are patched. A wooden reinforcing strip has been attached to the base of one wall. The roof capping is missing in places. A wooden beam is exposed on one side. The wooden frames are missing from some of the windows. 

Internal: fair to reasonable condition, weatherproof. The masonite walls are cracked and warped and some cover strips are missing. The concrete floor is cracked and uneven around the engine beds. 
	
	Some

	21
	Mess & kitchen
	1961
	
	External: very unsound condition. Many of the wall panels are rusting out, patched with metal, rubber sealant and polyurethane, and reinforced with wooden struts. Many of them have flexed and cracked and separated from their insulated cores. The wooden beams over the refrigerator have snapped. Ice persists under the main building. 

Internal: in the mess area, the roof is sagging and leaks water extensively. There is smoke staining on some of the walls and the ceiling from a fire in 1990. Paint is peeling off the wall panels and the floor tiles are cracked and removed in places. In the pantry, paint is peeling from the wall panels and some floor tiles are cracked. Paint is also peeling from the walls in the dry goods store. In the urinal, the lino floor covering is cracked and the wall beside the pipe entry has been punctured. In the foyer, the floor is unsteady and the roof leaks. In the back cold porch, the paint is flaking off the walls and the roof leaks. The same problems are evident in the mess entrance, where in addition, the door jams are buckled. In the cold porch, floor tiles are broken and the perspex dome is cracked. In the refrigerator area, the ceiling panels are buckled and water drips from the ceiling and the fan. 
	Not in use
	Considerable

	22
	Recreation hut
	1961
	
	External: poor condition. The roof is sagging and leaks. Paint is peeling from the wall panels, which are rusted in places and wind damaged. The panels are extensively patched and in some, the cladding has separated from the insulation. Some of the cover strips are loose. The paint on the window frames is peeling. A large ice sheet is present underneath the building. 

Internal: the floor and walls are in poor condition. In the recreation room, the roof and walls leak during the summer melt. The floor tiles are ripped and held together in places with black tape. The floor tiles are also ripped in the projector room. 
	Not in use
	Considerable

	23
	Law hut
	1959 (?)
	
	External: sound condition. The walls are patched and sealant has been applied around the cover strips.

Internal: the concrete lining pits are cracked. Fire damage is evident in the form of charred sections of wall and cracked paint. Sections of plaster have been removed from behind the toilets. 
	Not in use
	Some

	24
	Balloon building
	1962
	Hydrogen shed
	External: a weathered appearance with paint peeling from the wall panels. Panels on two sides have been patched. The rubber seal at the base of one side has been broken. The guy wires require some attention. 

Internal: structurally sound, fair condition. Snow has built up inside the building. In the hydrogen generation room, the paint on the ceiling is peeling off. The balloon inflation room is in good condition. 
	Not in use
	Little

	25
	Refrigerator 2
	1962
	
	External: reasonable condition remains serviceable. The wall panels are dented, rusting, punctured and flexing. Some of the panels have been replaced, as have some of the cover strips. The guy wires are loose.

Internal: not weatherproof. The floor and roof panels are rusting. 
	
	Some

	26
	Radio building
	1963
	
	External: sound condition, no major problems. The steel scaffold beneath the older part of the building is rusted. Sections of some of the cover strips are missing and some of the wall panels are cracked. Fibreglass has been used to patch holes in one side. The asbestos cement corner capping is missing from all of the corners. 

Internal: serviceable condition, weatherproof. 
	
	Some

	27
	Surgery
	1964
	
	External: sound condition. The non-galvanised scaffolding is rusted. Some of the wall panels on the eastern end of the building are loose. The cladding on some of the panels has separated from the insulation. Panels on one side have been patched. The guy wires are loose.

Internal: very sound condition. No leaks. One window is broken and the metal surround of one window is rusted. There are holes in the wall panels through which the insulation can be seen. 
	
	Some

	28
	Met building
	1965
	
	External: sound condition. Little evidence of rust except around window frames.

Internal: sound condition. Water, from snow melting on the roof, does come through the ceiling.
	Not in use
	Some

	29
	Vehicle workshop
	1966
	
	External: structurally sound. The roof leaks. The panels across the front of the building are severely damaged. On some of the panels, the cladding has separated or been torn from the insulation. Some tension bolts and cover strips are missing, other strips are loose. Some of the wall panels are patched. Snow drift at the rear of the building causes water damage during the summer melt. The main doors do not seal are in poor condition. Some window panes are broken and a number of windows have condensation between the panes. 

Internal: adequate condition. There are extensive water leaks under the rear wall during summer. The concrete floor is uneven and crumbling at the joins. The floor freezes during winter making conditions dangerous. Melting snow leaks through the floor and the roof in summer. The building has inadequate ventilation. 
	
	Some

	30
	Micropulsation
	1967
	
	External: walls punctured, possibly by machinery operating in the quarry. 

Internal: walls punctured. 
	Not in use
	Little

	31
	Fort Knox
	1968
	Amenities building, warm store, beer store
	External: poor condition. The wall panels on all sides of the building are delaminating. The panels on one side have been patched. The zinc copper strips are loose in places and have been replaced with wooden battens on another side. 

Internal: poor condition. 
	Not in use
	Some

	32
	Dovers
	1969
	
	External: serviceable condition. Some minor water leaks. Wooden reinforcing battens have been added to the back wall horizontally. Some panels have been dented by wind blown particles. Panels on the northern side of the building have flexed. 

Internal: good condition. Some of the windows are in poor condition, with broken panes, rotten wood surrounds and rusted metal surrounds. Some of the wall panels are punctured. The roof leaks in S2. 
	Not in use
	Considerable

	33
	Explosives magazine
	1970
	
	External: sound condition. The building has a weathered appearance. The plywood panels on the windward side of the building display sever wind abrasion, especially at the edges. Small rocks are eroding out of the foundations. 

Internal: access not gained. 
	
	Little

	34
	Cosray
	1972
	
	External: very sound condition. Some of the wall panels are dented and patched. The cladding on some panels has separated from the insulation and flexes in the wind. 

Internal: sound condition. 
	
	Considerable

	35
	Nellie hut
	1972
	New latrine building
	External: sound condition. Three small metal patches cover holes in the walls. The guy wires need some attention, the paintwork on the door is abraded. 

Internal: good condition. The paint on the walls is flaking in places. One ceiling panel is buckled, probably due to water leakage. The interior door is punctured through to the insulation,
	
	Little

	36
	Incinerator 
	1975
	
	External: good condition. The pointing has cracked, especially in the northwest corner of the building. The reinforcing wire is visible in the broken mortar joins. 

Internal: considerable snow build up inside due to the door not sealing.
	
	Little

	37
	Wombat
	1976 
	Science building
	External: very good condition. The protective coating on the walls is peeling off in places in the southeast corner.

Internal: sound condition.
	
	Considerable

	38
	Transmitter building
	1976
	
	External: very sound condition.

Internal: very sound condition. 
	
	Considerable

	Other station structures and sites

	39
	Dog platform and hut
	1976
	
	Not yet surveyed. 
	Not in use
	Considerable

	40
	Dog lines
	1954
	
	Not yet surveyed.
	Not in use
	Considerable

	41
	Mawson fuel farm
	1956
	
	Not yet surveyed.
	
	Some

	42
	Helipads
	1964-69
	
	Not yet surveyed.
	Not in use
	Little

	43
	Cemetery
	1963
	
	Not yet surveyed.
	
	High

	44
	PID caravan
	1957
	
	Not yet surveyed.
	Not in use
	Not yet assessed

	45
	Flyers’ van
	1958-59
	
	Not yet surveyed.
	
	Not yet assessed

	46
	Workshop caravan
	1960s
	
	Not yet surveyed.
	Not in use
	Not yet assessed

	47
	RMIT van 1
	Late 1960s
	
	Not yet surveyed.
	Not in use
	Not yet assessed

	48
	RMIT van 2
	Late 1960s
	
	Not yet surveyed.
	Not in use
	Not yet assessed

	49
	Mt Henderson refuge
	1958-59
	
	Not yet surveyed.
	
	Not yet assessed

	50
	Macey Island refuge
	1958-59
	
	Not yet surveyed.
	
	Not yet assessed

	51
	Fang Peak refuge
	1958-59
	
	Not yet surveyed.
	
	Not yet assessed

	52
	Colbeck Archipelago
	1973
	
	Not yet surveyed.
	
	Not yet assessed

	Proclamation sites

	53
	Proclamation island site
	1930
	
	Not yet surveyed.
	
	High

	54
	Scullin Monolith site
	1931
	
	Not yet surveyed.
	
	Not yet assessed

	55
	Cape Bruce site
	1931
	
	Not yet surveyed.
	
	High

	56
	Kloa site
	1975
	
	Not yet surveyed.
	
	Not yet assessed


Assessment of Significance 

	No.
	Building/site etc
	Values
	Overall cultural significance

	
	
	Evolutionary
	Rarity
	Educational
	Representative
	Aesthetic
	Technical/ creative
	Social
	Historic
	

	Buildings

	1
	Electrician’s workshop
	High
	High
	Little
	High
	Little
	High
	Little
	High
	High

	2
	Electrical store
	Considerable
	Some
	Little
	Considerable
	Little
	Some
	Little
	High
	Considerable

	3
	Field store
	Considerable
	Some
	Little
	Some
	Little
	Some
	Little
	High
	Considerable

	4
	Biscoe
	Little
	High
	Little
	Some
	Considerable
	Little
	High
	High
	High

	5
	Weddell
	High
	High
	Little
	Considerable
	Considerable
	High
	Some
	Some
	High

	6
	Met tech workshop
	High
	High
	Little
	Considerable
	Some
	High
	-
	Some
	High

	7
	Magnetic absolute
	High
	High
	High
	High
	Some
	Considerable
	-
	Some
	High

	8
	Ross
	High
	Some
	Little
	Little
	Little
	Little
	Little
	Considerable
	Some

	9
	Darkroom
	Little
	Little
	Little
	Little
	Little
	Some
	Little
	Little
	Little

	10
	Hangar
	Some
	High
	-
	Considerable
	-
	Some
	-
	Considerable
	Considerable

	11
	Balleny
	Some
	Some
	-
	Considerable
	-
	High
	Some
	Some
	Considerable

	12
	Rymill
	Little
	Little
	Little
	Little
	Little
	Little
	Little
	Little
	Little

	13
	Wilkins
	Some
	Some
	Little
	Considerable
	Little
	High
	Some
	Little
	Considerable

	14
	Shackleton
	Some
	Some
	Little
	Considerable
	Little
	High
	Some
	Little
	Considerable

	15
	IPSO (Ionospheric Prediction Service Organisation_
	Little
	Little
	Little
	Considerable
	Some
	Some
	Little
	Little
	Some

	16
	Warm store
	Considerable
	Little
	-
	Some
	-
	Some
	-
	Little
	Some

	17
	Auroral observatory
	Considerable
	Little
	Little
	Little
	Little
	Some
	Little
	Little
	Some

	18
	Transmitter hut
	Considerable
	Little
	Little
	Some
	Little
	Some
	Little
	Little
	Some

	19
	Main powerhouse
	Some
	High
	Little
	Considerable
	Little
	Little
	Little
	Little
	Some

	20
	Cat house
	Some
	High
	Little
	Considerable
	Little
	Little
	Little
	Little
	Some

	21
	Mess & kitchen
	High
	Considerable
	Little
	Some
	Little
	Considerable
	Considerable
	Little
	Considerable

	22
	Recreation hut
	High
	Considerable
	Little
	Considerable
	Little
	Considerable
	Considerable
	Little
	Considerable

	23
	Law hut
	Some
	Considerable
	Little
	Little
	Little
	Some
	Some
	Little
	Some

	24
	Balloon building
	Little
	Little
	Little
	Some
	Little
	Some
	Little
	Little
	Little

	25
	Refrigerator 2
	Some
	Little
	Little
	Little
	Little
	Considerable
	Little
	Little
	Some

	26
	Radio building
	Some
	Little
	Little
	Some
	Little
	Little
	Some
	Little
	Some

	27
	Surgery
	Some
	Little
	Little
	Some
	Little
	Considerable
	Little
	Little
	Some

	28
	Met building
	Some
	Little
	Little
	Considerable
	Little
	Considerable
	Little
	Little
	Some

	29
	Vehicle workshop
	Little
	High
	Little
	Little
	Little
	Some
	Little
	Little
	Some

	30
	Micropulsation
	Little
	Some
	Some
	Little
	Little
	Little
	Little
	Little
	Little

	31
	Fort Knox
	Some
	Little
	Little
	Some
	Little
	Considerable
	Little
	Little
	Some

	32
	Dovers
	Considerable
	Considerable
	Little
	High
	Little
	Considerable
	Some
	Little
	Considerable

	33
	Explosives magazine
	Little
	Some
	Little
	Little
	Little
	Little
	Little
	Little
	Little

	34
	Cosray
	Some
	High
	High
	Considerable
	Little
	Considerable
	Little
	Some
	Considerable

	35
	Nellie hut
	Little
	Some
	Little
	Little
	Little
	Little
	Little
	Little
	Little

	36
	Incinerator
	Little
	Some
	LL
	Little
	Little
	Some
	Little
	Little
	Little

	37
	Wombat
	Considerable
	Considerable
	Some
	Considerable
	Little
	Some
	Little
	Little
	Considerable

	38
	Transmitter building
	Considerable
	Considerable
	Little
	Considerable
	Little
	Some
	Little
	Little
	Considerable

	Other station structures and sites

	39
	Dog platform and hut
	Considerable
	High
	Little
	Some
	Little
	Little
	Considerable
	Some
	Considerable

	40
	Dog lines
	-
	-
	-
	-
	-
	-
	-
	-
	

	41
	Mawson fuel farm
	-
	-
	-
	-
	-
	-
	-
	-
	Some

	42
	Helipads
	-
	-
	-
	-
	-
	-
	-
	-
	Little

	43
	Cemetery
	-
	-
	-
	-
	-
	-
	-
	-
	High

	44
	PID caravan
	-
	-
	-
	-
	-
	-
	-
	-
	-

	45
	Flyers’ van
	-
	-
	-
	-
	-
	-
	-
	-
	-

	46
	Workshop caravan
	-
	-
	-
	-
	-
	-
	-
	-
	-

	47
	RMIT van 1
	-
	-
	-
	-
	-
	-
	-
	-
	-

	48
	RMIT van 2
	-
	-
	-
	-
	-
	-
	-
	-
	-

	49
	Mt Henderson refuge
	-
	-
	-
	-
	-
	-
	-
	-
	-

	50
	Macey Island refuge
	-
	-
	-
	-
	-
	-
	-
	-
	-

	51
	Fang Peak refuge
	-
	-
	-
	-
	-
	-
	-
	-
	-

	52
	Colbeck Archipelago
	-
	-
	-
	-
	-
	-
	-
	-
	-

	Proclamation sites

	53
	Proclamation island site
	High
	High
	Little
	High
	Some
	Little
	High
	High
	High

	54
	Scullin Monolith site
	-
	-
	-
	-
	-
	-
	-
	-
	-

	55
	Cape Bruce site
	High
	High
	Little
	High
	Some
	Little
	High
	High
	High

	56
	Kloa site
	-
	-
	-
	-
	-
	-
	-
	-
	-


	Evolutionary
	Its importance in the course, or pattern, of Australia’s natural or cultural history

	Rarity
	Its possession of uncommon, rarer or endangered aspects of Australia’s natural or cultural history

	Educational
	Its potential to yield information that will contribute to an understanding of Australia’s natural or cultural history

	Representative
	Its importance in demonstrating the principal characteristics of a class of Australia’s natural or cultural places or environments

	Aesthetic
	Its importance in exhibiting particular aesthetic characteristics valued by a community or cultural; group.

	Technical/creative
	Its importance in demonstrating a high degree of creative or technical achievement at a particular period

	Social
	Its strong or special associations with a particular community or cultural group for social, cultural or spiritual reasons

	Historic
	Its special association with the life or works of a person, or groups of persons, of importance in Australia’s natural or cultural history


